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Bridge and shoulder width determinme which TYPE (1, 2, or 3)
1s used to dellneate guardrall installation on outside approach.
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GENERAL NOTES:

TYPE 1: For bridges that are less than 30 ft., but not full shoulder width.
Beginning 25 ft. from the approach end of guardrail, install Type 2
Object Markers (OM2-3YV) at 25 ft. intervals behind the guardrail.
Install a Type 3 Object Marker (OM-3R and OM-3L) at the bridge
ends. On paved roadways only, install 7 Single White Delineators
(D-1W) at 200 ft. spacing beginning 200 ft. in front of the approach
end of the guardrail. For ramp terminals, see note 4.

TYPE 2. For bridges 30 ft. or wider, but less than full shoulder width.
Beginning 25 ft. from the approach end of guardrail, install Type 2
Object Markers (OM3-2YV) at 25 ft. intervals behind the guardrail.
Install a Type 3 Object Marker (OM-3R and OM-3L) at he bridge
ends.

TYPE 3: For full shoulder width bridges. Install a Type 3 Object Marker
(OM-3R and OM-3L) at the bridge ends.

TYPE 4: Bridges with Bullnose Guardrail Installation. Install a Type 3 Object
Marker (OM-3L) at the bridge end.

For full shoulder width bridges:
No Delineation required.
For less then full shoulder width bridges:
Install 3 Type 2 Object Markers (OM2-3YV)
Install first object marker 12.5' from bridge end post
installing remaining two at 25' intervals.
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Not required on projects where delineators are proposed or installed
throughout the length of the project

All Delineator and Object Marker placement shall be behind face of
guardrail. The edge of object marker (OM-3L or OM-3R) shall be
aligned with the face of guardrail

Refer to Standard Road Plans[REZZ] and

Atramp terminals only, install Single White Delineators as follows
Place first delineator at location where near ramp terminal radius
meets the edge of the through pavement. Place additional deline

ator(s) spaced equally (spacing notto exceed 2007) between first
delineator and guardrail.
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